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KWIKTECH KITS

ITEM LENGTH COLOUR  QUANTITY RESELLER RPICE
Kwiktech DIY Rated Shed Kit (NOTE: Some items will not be used) - - 1
Kwiktech DIY Creator Kit (NOTE: Some items will not be used) - - 2
Kwiktech DIY Square Kit (NOTE: Some items will not be used) - - 2
NON KWIKTECH ITEMS
ITEM ITEMID# ASSEMBLYID# LENGTH COLOUR  QUANTITY RESELLER RPICE
RHS 150x50x2mm (1) (A) 1978 Galv 4
RHS 100x50x2mm (2] (B 1863 Galv 4
RHS 100x50x2mm (3] (C) 878 Galv 4
RHS 75x50x2mm @ (D) 2900 Galv 1
SHS 50x50x1.6mm @ @ 3582 Galv 2
SHS 50x50x1.6mm @ E ) 3147 Galv 2
SHS 50x50x1.6mm (F ) 2959 Galv 3
SHS 50x50x1.6mm ® 2948 Galv 2
SHS 50x50x1.6mm @ (G) 2900 Galv 13
SHS 50x50x1.6mm @ @ 2455 Galv 2
RHS 38x25x1.2mm (14) (E ) 3217 Galv 2
RHS 38x25x1.2mm [15) [F) 3029 Galv 3
RHS 38x25x1.2mm (16) (G 2970 Galv 14
RHS 38x25x1.2mm @ Q 2298 Galv 4
RHS 38x25x1.2mm (18) (A) 2048 Galv 4
RHS 38x25x1.2mm @ e 2045 Galv 4
RHS 38x25x1.2mm 20} (B) 1933 Galv 4
RHS 38x25x1.2mm (21) 1278 Galv 4
RHS 38x25x1.2mm 22} (C) 1064 Galv 4
RHS 38x25x1.2mm 23] (C) 948 Galv 4
RHS 38x25x1.2mm @ 442 Galv 2
RHS 38x25x1.2mm (25) 80 Galv 2
RHS 38x25x1.2mm @ 68 Galv 3
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NON KWIKTECH ITEMS

ITEM ID # LENGTH COLOUR QUANTITY RESELLER RPICE
TrimDek Cladding 762x29x0.48 - Roof [ RF 1 ] 3760 4
Side Flashings m 3760 | Customers 2
Peak Flashing lpagitiﬁsforl 3100 1
Tek Screw 16mmx10g Coloured 16 Customers 400
Tek Screw 45mmx12g Coloured - Neo 45 Choice 200
50x50 Mild Steel Knock Insert 50 - 4
300 Series Castor Bolt Hole Wheel with Brake 150 - 4
M12x50 Bolt 50 - 4
Sub-Total
GST
Shipping
Total Cost
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Rail Inserts

S

Assembly Sequence

Build Preparation

Extra Strong Rails

Universal

Connectors

Fabricate Erect & Fabricate Roofing Finished Product
KWIKTECH FIXINGS & ACCESSORIES HOLLOW METAL TOTALS
ITEM QUANTITY ITEM QUANTITY
Post Connector (KT-P-001) 0 10G x 16 Self Drilling Wafer Head Screw 1000 Duragal 150x50x2.0mm 8m
Universal Connector (KT-P-002) 124 M6 x 40 Socket Head CW 124 Duragal 100x50x2.0mm 11m
Rail Inserts (KT-P-003) 102 Mé x 20 0 Duragal 75x50x2.0mm 2.9m
60° Rail Inserts (KT-P-004) 22 0 Duragal 50x50x1.5mm 71m
Star Picket Guide (KT-P-005) le ( M Displacement Plate 0 Duragal 38x25x1.2mm 105m
Post Cap (KT-P-M Right Angle Bracket - Zinc 8
Tension W 0 Assembly Wedge - Rubber 1
Tensio Smm 0 10G x 16 Self Drilling Small Head Flat Top Screw 0 FO R
Tension pping 0.8 x 30 x 135mm 0 I N FO R MATI O N
Tension Strapping 0.8 x 30 x 250mm 0 O N LY
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NOTE: Some member ID’s hidden for clarity.
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